Building description, specification
 

	Strip foundation:
- Cement including base grounding according to statistical requirements
Sewer system:
- Basic pipes in stoneware or plastic
Inside and outside walls:
- Outside walls made out of porous brickwork with lightweight grout (or similar)
- Inside walls made out of lime sand brick or reinforced concrete
- Other supporting inside walls made out of brickwork, if required in reinforced concrete
- Non-supporting inside walls on normal floors made out of gypsum wallboard or bricks
Ceilings:
- Massive reinforced concrete panels with floating screed
Balconies:
- Reinforced concrete, massive panels, tiled 
Stairs in staircases:
- Stairs in reinforced concrete, separated from adjacant building parts in sonic study way, artificial stone lining
Electrical installations:
- Access via underground cable
- Electrical circuits in flats and in staircases carried out in-wall
- Meters located in meter cabinets on ground floor
- Sufficient sockets provided in every room
- Bell device, intercom, door opener, telephone ductwork provided
- Ductwork for television provided
Windows of flats:
- White plastic, double-glazing
- Sliding doors for access to balconies and terraces
Sunscreen:
- Provided on windows as plastic shutters
Entrance door:
- Thermic-separated light metal frame or steel section frame
- Double-glazing security glass
Doors:
- Entrance door to flat in tubular chipboard door leaf, veneered, steel frame, cylinder lock with key operated latch follower-to-keyway, inside pusher, outside button, spy hole provided
- Interior doors of flat also in tubular chipboard door leaf with door case and covering, veneered, warded lever lock including door handle set
- Shower and toilet equipped with bathroom door lock
Outside facilities:
- Car park with lawn grid stones
- Waste container provided on cement base
- Outside lamps near flats and entrances 
- Paths in asphalt or compound paving elements
- Lawn
	Roof:
- Wooden construction with vapour barrier, roof sheating made of raw wooden planks, counter batten, batten and roof covering with roof tiles 
Gutter, caveat:
- Gutter, down pipe and caveat made out of zinc plate
Sanitary devices:
- Drain pipes in cast iron pipe, without any pipe collars
- Connecting pipes made of plastic
- Supply pipes made of zinc-coated steel 
- Cold-water meter installed in every unit
- Single warm-water supply
Sanitary facilities:
- Sanitary facilities in white colour
- Bath tub in white colour
- Wash basin including single lever faucet and drain button, brick lined rack
- Toilet assembled to wall, wash down model toilet including flush installed in-wall, plastic seat and lid
Washing machine:
- Access either in bathroom or kitchen
Sink:
- Access in kitchen
- Ventilation of inside sanitary rooms provided
- Inside sanitary rooms will be ventilated mechanically way via pipes
Heating and air conditioning:
- Electrically via vaporizer
Outside plaster:
- Mineral plaster
- Colour according to colour concept of IGC d.o.o.
Inside plaster and inside cladding:
- The stone-walled and cemented walls inside the flats are carried out with gypsum plaster
- The walls in the staircases will be calk cement plaster
Wall tiles:
- In shower and toilet ceramic tiles, circumferential, up to door-height
- Brick linings also with tiles
- Kitchen/kitchenette: 60 cm high tiles on installation walls
Flooring:                           
- Ceramic tiles
Paint work/wallpaper:
- All walls inside the flats which are not tiled, will be covered with wood chip wallpaper, or painted with white dispersions paint
- The walls in the staircases will be covered with fine plaster
- The walls and ceilings in the halls will be painted
Locksmith works:
- Banisters of main stairs in reinforced steel construction
- Hand rail of balcony in zinc-coated steel construction


